
CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
SAN FRANCISCO BAY REGION

ORDER NO. 87-059
NPDES NO. CA0029238

WASTE DISCHARGE REQUIREMENTS FOR:

SANTA CLARA COUNTY TRANSPORTATION AGENCY
DON PEDRO CHABOYA STATION FACILITY
SAN JOSE, SANTA CLARA COUNTY

The California Regional Water Quality Control Board, San
Francisco Bay Region (hereinafter called the Board) finds
that:

1. Santa Clara county Transportation Agency (hereinafter
called the discharger) operates a bus washing,
maintenance, and fueling facility at the Don Pedro
Chaboya station, located at 2240 South Seventh Street,
San Jose, Santa Clara county. By application dated
March 5, 1987, the discharger has applied for issuance
of waste discharge requirements and a permit to
discharge waste under the National Pollutant Discharge
Elimination System (NPDES).

2. site investigations show that the groundwater beneath
the site has been polluted by floating diesel product,
benzene, toluene, xylene and petroleum hydrocarbons.
The pollution is the result of a leak from a
perforation in a product delivery line.

3. Groundwater monitoring data indicates that the plume
extends to a depth of approximately 35 feet and to a
lateral distance of approximately 800 feet from the
suspected source. Further studies are required to
define the lateral and vertical extent of pollution.

4. The discharger seeks to cleanup and prevent the further
migration of pollutants by groundwater extraction and
treatment.

5. Waste 001 will consist of a maximum flow of 15,000
gallons per day (gpd) under initial operating
conditions and following any start-up of the treatment
system. Under average operating conditions, the flow
will be approximately 600 qpd , The polluted
groundwater will be pumped from two extraction trenches
and treated by an oil-water separator, aeration­
equalization tank, and two carbon adsorbers and
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